MNI-25

AMBORN co. Non-Insulated Class 1
UL-181 Air Connector

PRODUCT DATA & SUBMITTAL

PHYSICAL DESCRIPTION

MNI-25 (25' length) flexible duct is a non-insulated
UL-181 Connector. The connector is constructed
with a spring steel wire helix encapsulated in a
polyester, aluminum foil, and polyester tri-laminate.

PRODUCT DATA

Diameter: 3" 4" 5" 6",7",8",9",10",12",14",16",18"
Length: 25 ft.

Packaging: 3 sections (75') per carton

Vapor Barrier: None

End Treatments: Raw Ended

Inner Core: 2-Ply of Polyester & Aluminum Foil

PERFORMANCE DATA

Maximum Positive Pressure: 4" W.G. (3"-18")

determined per ADC Test FD-72R1 at elevated

temperatures with a 90° elbow.

Maximum Negative Pressure: 1" W.G. (4"-10")

Mo Valoaty: 4.000 FPM CODE COMPLIANCE & APPROVALS

Operating Temperature: 0-200° F Listed & Labeled Underwriters Laboratories,
Inc. File #MH12148 UL-181 Class1 Air
Connector. Flame Spread 25 or Less / Smoke

FEATURES & BENEFITS Developed 50 or Less. Meets the requirements

3/8" Qversize core of NFPA 90A & 90B

Constructed with aluminum foil

Sized for bathroom exhaust fans

5 Year limited warranty

Guaranteed out of package lengths

Excellent elbowing integrity
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